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“Product Solutions for a Cleaner World”

Needle punched Non-woven Fabric
8 oz and 10 oz SPECIFICATION SHEET

TECHNICAL PROPERTIES

Grab Tensile (Ibs) D 4632 203 270
Elongation (%) D 4632 50 50
Trapezoid Tear (1bs) D 4533 80 100
Puncture (1bs) D 4833 100 150
Mullen Burst (psi) D 3786 330 450
Permittivity (sec ) D 4491 1.0 7
Flow (gpm/ftz) D 4491 80 60
Permeability (ci/sec) D 4491 .25 .25
A.O.S. (U.S. sieve no.) D 4751 80 100
Ultra-Violet Stability (strength D 4355 70 70
retained %) 500 hrs
Weight (oz/y(l:) (typical) D 5261 8 10
Thickness (mils) D 5199 80 100
Polymer Composition - Polypropylene

* Unless noted in "Properties' column

*»**NOTE: The information contained herein is considered accurate. However, no warranty is expressed or implied regarding the accuracy
of the data, the results obtained from use thereof, or that any such use will not infringe upon any patent. This information is furnished
upon condition that the person receiving it shall evaluate its suitability for the specific application.

RECOMMENDED USE: Soil Stabilization, Erosion Control, Pond Liner P rotection, Filtration,
De-watering sediment bags
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